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ACCRUE MINERALS & TRADING INC

China Mill Intro & P‘roduct Intro

The Mill built in 20 overs 545,336.00 square meters, the registered_ca,' is 300 million RMB, the 5 main
products are: Pickling steel coil, CR Full hard coil, Hot galvanlz%d stee”olor,coated steel coil and so on. The
products are widely applied into; Construction, Automobi Ies‘ Home a es, Decoration, Hardware etc...
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The company current annual design the capyty‘ is 2.2 mllllon tons, wp'ch is divided into two phases of

:

construction, with a total investment of aboy‘S 5 billion yuan .

-

, currently has;

"ih’lst phase invest 1.3 billion Yu

1.2 million continuous Pickling unit, ' B
e 1 million tons of si five stand tandem Cold mill uni :
> : . - -y~
e 200,000 tons single stand mill, ”» ’ T
i

_* 200,000 tons Galvanized Aluminum unit,
© e 250,000 tons Hot Dip galvanized unit, 120,000 t
e Shear distribution centre (pickling plate cuttin

-’ i ¢
coil unit ) - .\
nize'} shfet cutting, slitting) and interface and
auxiliary facilities. ‘

e

Equipment technology are based on advanced technology s like contemporary steel cold, hydraulic pressure .
sensor, electronic control, computer and communication etc, with large, continuous and automation
characteristics. .s
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Caitu unt Galvanizing unit Galvanized aluminum Cold rolling mill

The company mainly produces operating acid pickling volumes, rolling hard rolls, hot galvanized volumes, Caitu
volumes and other products, products are widely used in; Automobiles, Construction, Home Appliances,
Decoration, Hardware, and other industries...




 The 1,200,000 tons of continuous pickling line,
-~ which use the world's most advanced straightening
broken phosphorus and shallow slot turbulent
hydrochloric acid pickling technology, with the high
| precision of circular shear and high voltage
. electrostatic oiler, ensure the appearance of the
product, edge quality and corrosion resistance. It
can also undertake 1.8 ~ 4.5mm thick, 700 ~
1250mm wide’s carbon steel and low alloy high
strength steel hot rolled strip pickling business with
an annual output of 1,200,000 tons.



1250mm single stand cold
rolling mill

Single-frame six-wheel reversible cold rolling mill,
designed annual output of 200,000, equipped with
laser speed measurement, ABB measured Zhang
instrument, IMS thickness gauge for pickling after the
thickness of 1.8-4.0mm, width of 800mm-1100mm
Carbon steel, the multi-pass rolling finished product
thickness of 0.18-1.5mm high-quality cold-rolled sheet.
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GALVANIZING UNIT

This unit is cold-strip steel annealing aluminium zinc silicon (55% Al), zinc (Zn 43.5%), silicon (Si 1.5%) alloy steel. It has many functions
including reducing annealing, galvanization, finishing, withdrawal and straightening, passivation. It' s designed productive capacity is 25

PTA, cold rolling hard steel coil SPCC\SPCD are used as material(meet the corresponding baosteel standard). Specification is 800-1250mm X
0.25-1.5mm and the max line speed is 150m/min. During the unit procedure, reducing annealing, galvanization, finishing, withdrawal and
straightening and passivation process are done. The quality of products meet the standard of Q/BQB425-2004







This unit is cold-strip steel annealing galvanized unit, it has many functions including reducing annealing , galvanization , finishing ,
withdrawal and straightening, passivation , fingerprint resistan coating and fat liquoring . It' s designed productive capacity is 25PTA, mild
steel cold-rolled hard coil are used as material(meet the corresponding baosteel standard). Specification is 800-1250mm X 0.25-1.5mm and
the max line speed is 160m/min . During the unit procedure , reducing annealing , galvanization , finishing , withdrawal and straightening,
passivation ,and fingerprint resistan process are done .The quality of products meet the standard of Q/BQB425-2004



Color coating unit

The whole production line includes inlet section / outlet
section, chemical pre-cleaning section, chemical ﬂ'_
pretreatment section, roller coating section, curing

furnace and incinerator. The design production capacity

is 120,000 tons. Ton / year, raw materials for the hot-

dip galvanized steel coil, galvanized steel coil, alloy

steel coil, specifications for the 800-1250mm x 0.20-

1.20mm, unit process speed Max 100mpm.
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Pickleﬁﬁeel Coils adss

© Available range

B E(mm) FE(mm) HErHE oil (0.5~
thickness width (mm) State of edge 2.5g/m) Volume weight
Steel roll
internal
diameter
1845 700-1250 610 trimming/ No oil'no oil Max 25
trimming

@ Trade marks and Mechanic Properties of the Acid Pickling Plate
Trademark Tensile Test

Re (MPa) Rm (MPa) Elongation rate A(%)
Yield strength  Tensile strength

18-<20 20-<25 25-<32 32-<40 =40
Rel {MPa) Rm (MPa) S < =5 S

SPHC i 2270 =20 =30 =31 =32 232
SPHD =290 =270 232 =33 235 =37 =39
SPHE <270 =270 233 =35 =37 239 =41
SS330 =205 330~430 =26
SS400 =245 400~510 =21

Note:1l, The given walues listed apply to wertical samples.
2, The sample adoppted in the tensile test is as follow:LO=50mm, b=25m, that is, P14 in B/T228.
d. The steel strip shall be deliwvered in hot—rolled state.



Galvanized Colls Specifications

Galvanized Coils

Mechanic properties

; Yield Tensile Elongation Purposes and
varioLy Tradermak strength strength rate Features
MPa MPa %
DC51D+Z - 270~500 =20
DC52D+Z 140~300 270~420 =22
Includes general
DC53D+Z 140~260 270~380 =26 use.mechanical
biting
mouth,deep~drawi
Ram steel ng and deep
drawing
DC54D+Z 120-220 260~350 =30 materials.The
coating and welding
performance of
alloyed galvanizing
Zinc is superior
S220GD+2 =220 =300 =18
S250GD+2 =250 =330 =17
S280GD+Z =280 =360 =16
—— S320GD+2Z =320 =390 =15 May be used for
steel S350GD+2Z =350 =420 =14 structure,good
corrosion resistance
S400GD+Z =400 =470 —— and workability
S600GD+Z =500 =530 ———
S550GD+Z =550 =560 ———




=
Hot galvanized steel, that is Galvalume (GL steel), is a kind of surface heat plate of aluminum (Al 55%), zinc (Zn43.5%), silicon (Si1.5%) alloy
steel. It is a steel based composite material, which has excellent corrosion resistance. Hot dip aluminium zinc alloy steel plate not only has
the atmospheric corrosion resistance and oxidation resistance of aluminized steel plate excellent, but also has the protective galvanized
steel sheet excellent electrochemical. Its main advantages are as follows:

@ The surface is smooth, with excellent corrosion resistance, the corrosion life is 2-6 times higher than that of heat galvanized steel sheet.
@ The heat resistant and good oxidation resistance, and can constant color for a long time at 300 °C, at 500 °C ~ 600 °C can be used for a
long time. It has good resistance, corrosion ability, in addition, heat refiectivity of product is higher than 75%, suitable for the manufacture
of low temperature furnace lining layer, reduce the furnace wall heat transfer.

3 With excellent coating properties and good processing performance. The adhesion to organic material is strong and is a good substrate
color organic coated steel sheet. The processing and welding is similary to hot galvanized plate, which can be cold bending, stamping
processing, and has good appearance.

@ In addition, as the density of metal aluminum is smaller than zinc, aluminum zinc alloy coated accounted for 3.7kg/dm3 and is a popular

processing technology currently.
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O Range Available and production Capacity
project specifications
Thickness 0.20~1.2 mm
Width 800~1250 mm
Coating primer: 8~20um ( Double sided )
Enatigiitickonss Coating finish: max.35um ( __ Double sided |
Coating varieties Epoxy resin,polyester, Silicone modified
polyester fluorocarbon
(o For brand and performance
Elongation rate/
Yield Tensila ( LO=80mm, h=.20mml/%.
traderarks strangth strangth thickness/mm
alViPa Rm/Mpa =0.70 ~0.70
TDCS51D+Z. AZ - 270-500 20 22
TDC52D+Z. AZ 140-300 270-420 24 26
TDCS3D+Z. AZ 140-260 270-380 28 30
TDC54D+Z. AZ 140-220 270-350 34 36
TS250GD+Z. AZ =250 =330 17 19
TS280GD+Z. AZ =280 =360 16 18
TS320GD+Z, AZ =320 =390 15 17
TS550GD+Z. AZ =550 =560 - -
o Praduct performance parameters
180°
B60° Specular gloss Bending thicknass
ceating =0.75mm Reverse impuise §
sl Fon MEK Sa:thsr o
ng o il H thickne | thickn s sisgnz
vaneti | ¥ hard e Meadiu l:g A B C ss= ess athl
€5 ness m 0.35m | >0.35
m mm
>20 | 3H | <40 | 40~70 | >70 | =5T | =3T | =1T| =6 =9 =100 =500
520 | 3H | <40 | 40~70 | >70 | =5T | <37 | =I1T| =6 =9 =100 =600
>20 | HB | <40 | 40~70 | >70 | =5T | =3T | =1T| =6 =9 =100 =720







For additional Product Information
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